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BEVEL-HELICAL UNITS

Overhung loads Fr,, Fr, - Mass Moment of Inertia J,

Size
in 10 20 30 40 50 60 70 80 90 100 110 120 130 140 150 160
Fr, N 1900 3200 27700 30200
Fr, N 4100 9600 68800 76500
8
J, kgm® 0,0001 0,0007 0,0988  0,1703
Fr, N 1900 2400 3200 3900 5300 6400 11900 14900 17700 19300 23100 27700 30200 33600 34400 40500
Fr, N 4100 5200 9600 14400 20000 25700 31900 37600 46100 50400 60700 68800 76500 81800 93000 100000
90 .
J, kgm® 0,0001 0,0005  0,0007 0,0009 0,0018 0,0029 0,0051 0,0096 0,0177  0,0311 0,0501 0,0988 0,703 0,311 0,5629 1,0018
Fr, N 1900 2400 3200 3900 5300 6400 11900 14900 17700 19300 23100 27700 30200 33600 34400 40500
Fr, N 4100 5200 9600 14400 20000 25700 31900 37600 46100 50400 60700 68800 76500 81800 93000 100000
.
J, kgm® 0,0001 0,0005 0,0007 0,009 0,018 0,0029 0,0051 0,0096 0,0177  0,0311 0,0501 0,0988 0,703 0,311 0,5629 1,0018
Fr, N 1900 2400 3200 3900 5300 6400 11900 14900 17700 19300 23100 27700 30200 33600 34400 40500
112 Fr, N 4100 5200 9600 14400 20000 25700 31900 37600 46100 50400 60700 68800 76500 81800 93000 100000
J, kgm® 0,0001 0,0005  0,0007 0,0009 0,0018 0,0029 0,0051 0,0096 0,0177  0,0311 0,0501 0,0988 0,1703 0,311 0,5629 1,0018
Fr, N 1900 2400 3200 3900 5300 6400 11900 14900 17700 19300 23100 27700 30200 33600 34400 40500
125 Fr, N 4100 5200 9600 14400 20000 25700 31900 37600 46100 50400 60700 68800 76500 81800 93000 100000
J, kgm® 0,0001 0,0005 0,0007 0,0009 0,0018 0,0029 0,0051 0,0096 0,0177  0,0311 0,0501 0,0988 0,703 0,311 0,5629 1,0018
Fr, N 1900 2400 3200 3900 5300 6400 11900 14900 17700 19300 23100 27700 30200 33600 34400 40500
Fr, N 4100 5200 9600 14400 20000 25700 31900 37600 46100 50400 60700 68800 76500 81800 93000 100000
.
J, kgm® 0,0001 0,0005 0,0007 0,009 0,018 0,0029 0,0051 0,0096 0,0177  0,0311 0,0501 0,0988 0,703  0,3111 0,5629  1,0018
Fr, N 1900 2400 3200 3900 5300 6400 11900 14900 17700 19300 23100 27700 30200 33600 34400 40500
160 Fr, N 4100 5200 9600 14400 20000 25700 31900 37600 46100 50400 60700 68800 76500 81800 93000 100000
J kgm’ 0,0001 0,0005  0,0007 0,000 0,0018 0,0029  0,0051 0,0096 0,0177  0,0311 0,0501 0,0988 0,1703 0,311 0,5629 1,0018
Fr, N 1900 2400 3200 3900 5300 6400 11900 14900 17700 19300 23100 27700 30200 33600 34400 40500
180 Fr, N 4100 5200 9600 14400 20000 25700 31900 37600 46100 50400 60700 68800 76500 81800 93000 100000
J, kgm® 0,0001 0,0005 0,0007 0,000 0,0018 0,0029 0,0051 0,0096 0,0177  0,0311 0,0501 0,0988 0,703 0,311 0,5629 1,0018
Fr, N 1900 2400 3200 3900 5300 6400 11900 14900 17700 19300 23100 27700 30200 33600 34400 40500
200 Fr, N 4100 5200 9600 14400 20000 25700 31900 37600 46100 50400 60700 68800 76500 81800 93000 100000
J, kgm® 0,0001 0,0005 0,0007 0,0009 0,0018 0,0029 0,0051 0,0096 0,0177  0,0311 0,0501 0,0988 0,703 0,311 0,5629 1,0018
Fr, N 1900 2400 3200 3900 5300 6400 11900 14900 17700 19300 23100 27700 30200 33600 34400 40500
225 Fr, N 4100 5200 9600 14400 20000 25700 31900 37600 46100 50400 60700 68800 76500 81800 93000 100000
J, kgm® 0,0001 0,0005  0,0007 0,0009 0,0018 0,0029  0,0051 0,0096 0,0177  0,0311 0,0501 0,0988 0,1703  0,3111 0,5629 1,0018
Fr, N 1600 2200 2900 3600 4500 5600 10900 13400 16100 17700 19800 24200 27200 30500 31500 34700
250 Fr, N 4100 5200 9600 14400 20000 25700 31900 37600 46100 50400 60700 68800 76500 81800 93000 100000
J, kgm® 0,0001 0,0005 0,0007 0,000 0,0018 0,0029 0,0051 0,0096 0,0177  0,0311 0,0501 0,0988 0,703 0,311 0,5629 1,0018
Fr, N 1600 2200 2900 3600 4500 5600 10900 13400 16100 17700 19800 24200 27200 30500 31500 34700
Fr, N 4100 5200 9600 14400 20000 25700 31900 37600 46100 50400 60700 68800 76500 81800 93000 100000
.
J kgm® 0,0001 0,0005 0,0007 0,0009 0,0018 0,0029 0,0051 0,0096 0,0177  0,0311 0,0501 0,0988 0,703 0,311 0,5629 1,0018
‘
Fr, N 1600 2200 2900 3600 4500 5600 10900 13400 16100 17700 19800 24200 27200 30500 31500 34700
315 Fr, N 4100 5200 9600 14400 20000 25700 31900 37600 46100 50400 60700 68800 76500 81800 93000 100000
J, kgm® 0,0001 0,0005  0,0007 0,0009 0,0018 0,0029  0,0051 0,0096 0,0177  0,0311 0,0501 0,0988 0,1703  0,3111 0,5629 1,0018
Fr, N 1600 2200 2900 3600 4500 5600 10900 13400 16100 17700 19800 24200 27200 30500 31500 34700
355 Fr, N 4100 5200 9600 14400 20000 25700 31900 37600 46100 50400 60700 68800 76500 81800 93000 100000
J, kgm® 0,0001 0,0005  0,0007 0,0009 0,0018 0,0029 0,0051 0,0096 0,0177  0,0311 0,0501 0,0988 0,703  0,3111 0,5629 1,0018
Fr, N 1600 2200 2900 3600 4500 5600 10900 13400 16100 17700 19800 24200 27200 30500 31500 34700
400 Fr, N 4100 5200 9600 14400 20000 25700 31900 37600 46100 50400 60700 68800 76500 81800 93000 100000

kgm’ 0,0001  0,0005 0,0007 0,0009 0,018 0,0029 0,0061 0,009 00177 00311 0,501 0,988 0,703 03111 0,5629  1,0018
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Helical units
10 | 20 | 30 | 40 | 50 | 60 | 70 | 80 | 90 | 100 | 110 | 120 | 130 | 140 | 150 | 160
PA 72 120 164 237 324 450 616 915 1250 1490
PB 81 138 166 250 390 540 753 955 1465 2040 2810 3750
PC 96 165 228 309 438 591 814 1190 1520 1810 3280 4450 6100 8900
PD 116 177 241 327 461 636 865 1298 1620 2400 3410 4690 6550 9650
Bevel-helical units
10 | 20 | 30 | 40 | 50 | 60 | 70 | 80 | 90 | 100 | 110 | 120 | 130 | 140 | 150 | 160
RB 91 126 176 248 362 494 688 910 1320 1870
RC 106 126 206 294 360 569 785 1110 1510 2180 3080 4210
RD 110 159 225 312 436 618 873 1205 1626 2315 3350 4490 6350 8900

LUBRICANT QUANTITIES (liters)

If not stated otherwise, all units are despatched without oil (a warning label is attached). The approximate quantity
of oil required for horizontal mounting is given in the Table below. For mounting positions different from pos.1
(page 33) unit should be filled to the level marked on the level plug or on the dipstick. Do not overfill the unit as

this can cause leakage and overheating.

Helical units
10 | 20 | 30 | 40 | 50 | 60 | 70 | 80 | 90 | 100 | 110 | 120 | 130 | 140 | 150 | 160
PA 2,8 3,9 54 7,3 9,8 13,8 19 26 37 52 72
PB 3,6 5 6,5 10 13 18 28 35 49 69 96 135 189 235 289 343
PC 45 6,3 8,1 13 17 26 36 52 73 102 145 208 297 407 537 692
PD 4,5 6,3 8,1 13 17 26 36 52 73 102 145 208 297 407 537 692
Bevel-helical units
10 | 20 | 30 | 40 | 50 | 60 | 70 | 80 | 90 | 100 | 110 | 120 | 130 | 140 | 150 | 160
RB 3,4 4,7 6,5 8,8 12 16,5 22,8 31 44,4 62 86,5
RC 47 6,5 9 13 18 25 35 49 69 96 135 189 243 303
RD 55 7,7 10,1 16,2 21 32,5 45 65 91 127 178 255 365 500 660 851
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LUBRICATION

RR USA

ISO & AGMA Viscosity grade
Speed n, Standard Ambient temperature range (°C)
(min~) from -10 to -15 from 0 to +30 from +10 to +50
Under 100 ISO - AGMA VG 68 2 EP VG 150 4 EP VG 220 5 EP
Over 100 ISO - AGMA VG 100 3 EP VG 220 5EP VG 320 6 EP
Recommended Mineral Lubricants
ISO viscosity at BP ESSO MOBIL SHELL TEXACO TOTAL AGIP
40°Celsius (cSt) Energol Spartan Mobilgear Omala Meropa Carter Blasia
VG 320 GR-XP 320 EP 320 632 320 320 EP 320 320
VG 220 GR-XP 220 EP 220 630 220 220 EP 220 220
VG 150 GR-XP 150 EP 150 629 150 150 EP 150 150
VG 100 GR-XP 100 EP 100 627 100 100 EP 100 100
VG 68 GR-XP 68 EP 68 626 68 68 EP 68 68
Recommended Synthetic Lubricants
ISO viscosity at BP CASTROL MOBIL KLUEBER
40°Celsius (cSt) Enersyn Tribol SHC EG4
VG 320 EPX 320 1510/320 632 320
VG 220 EPX 220 1510/220 630 220
VG 150 HTX 150 1510/150 629 150
VG 68 626

Mineral oil : max running temperature 90°Celsius
Synthetic oil: max running temperature 100°Celsius (110°Celsius for short running).
Do not mix up different brands.

Oil change interval (h)

Oil temperature
TYPE 65°c 80°C 90°C
Mineral 8000 4000 2000
Synthetic 20000 15000 10000
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